
KR-1

6"

Perkaitintas garas į K-1

GP3

Konvekcija-Radiantinė

Terpės pavadinimas visbrekingo 

likutis

Darbinė temperatūra Td, °C 393

Projektinė temperatūra Tpr, °C 425

Darbinis slėgis Pd, bar 7

Projektinis slėgis Ppr, bar 12

Hidr. bandymų slėgis Ph, bar 77,6

PV

2-16

1" 800# 1" 800#

2" 300#

80x64

6" 300#6" 300#
6"x806"x80

C C

6" 300#C1

5"x6"

6" 300#C1

5"x6"1 ½” 300#

1 ½” 300#

1" 800#

FV

3-70

1/2" 800# 1/2" 800#

2" 300#

3" 300#3" 300#
3"x2"3"x2"

E E

FV

3-71

1/2" 800# 1/2" 800#

2" 300#

3" 300#3" 300#
3"x2"3"x2"

E E

2" 300#

2" 300#

1/2" 800#

3" 300#

FICA

3-71

FICA

3-70

TI

8348A

TI

8348B

TE

1-10

TE

8026

2" 600# 
6"x200

FICA

3-70

PICA

2-16

1/2" 800#

2" 300#
2"x3"

P

3" 300#

PSV 
8902 

Pnust 10 bar

8"x12"

8" 300#A 12" 300#

M

PIA

8065

2" 150#

TE

1-26

2" 600 # 

TE

8079-1

TE

8079-2

TE

8079-3

24"

Visbrekingo likutis į K-1

12"x14"

14"x16"

16"x20"

20"x24"

8"x12"

8" 300#A

1 ½” 300#

12" 300#B

PIA

8065

2" 150#

TE

1-26

TE

8079-1

TE

8079-2

TE

8079-3

24"

Visbrekingo likutis į K-1

12"x14" 16"x20"

14"x16" 20"x24"

FV

3-60

1/2" 800#

4" 300#

6" 300#6" 300#
4"x6"4"x6"

C C

4" 300#

6"x8"

6"x8"

5"x6"

5"x6"

5"x6"

5"x6"

1 ½” 300#

PIA

2-32

2" 300#

FIC

3-60-1/2

6"x8"

1 ½” 300#

6" 300#

6" 300#

FV

3-61

1/2" 800#

8" 300#

6" 300#6" 300#
4"x6"4"x6"

C C

PIA

2-31
FIC

3-61-1/2

6"x8"

XV

8009

8" – v.3431

Visbrekingo likutis į KR-1

6" – v.152

Garas į KR-1

6" 300#

6" 300#

6" 300#

6" 300#

1/2" 800#

3" 300#

3" 300#

3" 300#

3" – v.152

Garas

1/2" 800#3" 300#

3" – v.152

Garas

3" 300#

3" 300#

ESK

167-1

1" 800#

6" 300#6" 300#C C

2" 300#

Garas į degimo kamerą

XV

8001

1" 800#

6" 300#6" 300#
4"x6"4"x6"

C C

M

RO

8103

6" – v.152

Vandens garas KR-1 gesin imui

Garo barjeras aplink krosnį

6" 300#

C

C1

C

C1

C

C

D

D

4" 300#

4" 300#D

D

A

E

E

E

E

E

E

C

F

F
E1 3" 300#E1

F

F

F

E

3" 150#O

F

2" 300#

FFFF
2" 300#2" 300#2" 300# G

G

G

G

G

1" 800#

3" 300#E1 3" 300#E1

1 ½” 300#
G

6" 300#C

2" 600 # M

M 2" 600 # 2" 600 # M

L

L

B

1/2" 800#

2" 300#F

F

1" 800#

2" 300#F

1" 800#

1/2" 800#

2" 300#2" 300#F F

1/2" 800#

1" 800#

TV

1-10

50x63K

150x40Z

4" 300#

Garo gyvatukas

Terpės pavadinimas garas

Darbinė temperatūra Td, °C 375

Projektinė temperatūra Tpr, °C 590

Darbinis slėgis Pd, bar 10.3

Projektinis slėgis Ppr, bar 10

Hidr. bandymų slėgis Ph, bar 52,9

Degiklis

V

D
6" 300#

3" 300#

3" 300#

6" 300#

6" 300#

6" 300#

PCV

2-68

1/2" 800#

2" 150#2" 150#
1/2"x2"1/2"x2"

H H

1" 800#

1/2" 800#

15x63

XV

2-68-2

XV

2-68-1

PV

2-54

1" 800#

6" 150#6" 150#
3"x6"3"x6"

T

3" 300#E

1" 800#

80x64

XV

2-54-2

XV

2-54-1

6"6"

2"   2"

V

2" 150#H

6" – v.218

Kuro dujos į KR-1

6" 300#C

M

2" 150#H

2" – v.116

PI

8123

1/2" 800#

PI

8124

1/2" 800#

XV

8022

1" 300#

XV

8021

1" 300#

2" 150#H

2" 150#S

2" 150#S

2" 150#

H

1/2" 150#J

1/2" 150#J

1/2" 150#J

8 degikliai

pilo tas

PI

8278

1/2" 800#

PI

8279

1/2" 800#

PI

8094

1/2" 800#

PI

8095

1/2" 800#

2" 150# H 2" 150#

1/2" 800#

PICA

2-54

1/2" 800#

PI

2-54-1

1/2" 800#

PI

2-54-2

1/2" 800#

PI

2-54-3

1/2" 800#

H 2" 150# H 2" 150#

PI

8091

1/2" 800#

PI

2-68-1

1/2" 800#

PI

2-68-2

1/2" 800#

PI

2-68-3

1/2" 800#

1/2" 800#

H 2" 150# H 2" 150#

1/2" 800#

H 2" 150# H 2" 150#

1/2" 800#

2" – v.222

Į fakeląS

T

N

N

1/2" 150#J

2" 600# M 2" 600# M 2" 600# M

1" 800#

2" 150#H

1/2" 800#

R

Oras

1 1/2" 150#

C

RimasR
Oval

RimasR
Oval

RimasR
Oval

RimasR
Oval

RimasR
Oval

RimasR
Text Box
Vamzdžių intarpus demontuoja, po valymo sumontuoja mechaninių darbų rangovas . Pasijungimas prie krosnies per flanšus 6"class 300./The pipelines elements  inserts are dismantled, after cleaning they are installed by the mechanical works contractor. Connection to the furnace through flanges 6" class 300.

RimasR
Arrow

RimasR
Arrow

RimasR
Text Box
Vamzdžių intarpus demontuoja, po valymo sumontuoja mechaninių darbų rangovas . Pasijungimas prie krosnies per flanšus 8"class 300./The pipelines elements  inserts are dismantled, after cleaning they are installed by the mechanical works contractor. Connection to the furnace through flanges 8" class 300.

RimasR
Arrow

RimasR
Arrow


	KR-1 aklinimo schema - Copy.vsd
	Page-1


